AG ECO Combination Filler

Description
AG ECO Combination Filler is a one component lacquer putty, and useful for filling pinholes.

Products

<table>
<thead>
<tr>
<th>Code</th>
<th>Name</th>
<th>Quantity</th>
</tr>
</thead>
<tbody>
<tr>
<td>478-007</td>
<td>AG ECO Combination Filler</td>
<td>0.17kg</td>
</tr>
</tbody>
</table>

Feature
- Excellent spreading ability and easy filling
- Applicable for wide area due to no detachment by overlap
- Wet sanding is available.
- Good appearance due to less absorption from top coat
- Easy to squeeze due to laminate tube

Application
- Ready to use putty (no reduce required)
- Use rubber spatula
- Apply 1-2 times by spatula (within 150 μm)

<table>
<thead>
<tr>
<th>Temperature</th>
<th>Time to sand</th>
</tr>
</thead>
<tbody>
<tr>
<td>10 °C</td>
<td>more than 40 min</td>
</tr>
<tr>
<td>20 °C</td>
<td>more than 30 min</td>
</tr>
</tbody>
</table>

Remarks
- Close the cap after use
- Remove dirt or oil before apply
- Not allowed to apply on bare metal directly

Safety and health
Before use, read SDS precautions.